
Is the air in your house 
making you sick?

Breathe easier with…

Fantech’s Whole House 
HEPA Filtration System

Fantech Whole House
HEPA Filtration System

Improving Indoor Air Quality 
Through Better Ventilation 

Units easily install horizontally 
or vertically on the return air side
duct of your furnace or air 
handler. Air is directed through the
bypass HEPA which allows
the heating/cooling system to easily
deliver clean, fresh healthy air
throughout the entire home. They
can also be used as independent
systems mounted in the attic, crawl
space or closet.

Installation
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Distributed By:

Unit Size DM3000P – 20" x 16" x 10.5"    
CM3000 – 20" x 16" x 10.5"    
CM3000I – 20.6" x 17" x 11.2" 

Motor Powerful German manufactured EBM external rotor 
motorized impeller with permanently lubricated ball 
bearings for long life and vibration free operation. 
Delivers 240 cfm air flow.

Electrical Prewired with 5’ cord and 3-prong plug.
15 volts; 1.0 amps

Filters Easy to replace. No tools needed.
Pre-Filter captures larger particles.
Replace every three months
Carbon Filter absorbs odors and gases.
Replace every three months
HEPA filter - 99.97% effective down to 0.3 microns. 
Specially designed to be the least expensive HEPA filter 
to replace. Lasts 2 to 5 years depending on proper 
maintenance of the pre-filters.*  
*Homes with a high level of pollutants (such as a heavy smoker) will need to change
the filter more often.

Installation Easy to install on existing ductwork of forced air furnace 
or air handler. Mounts horizontally or vertically.
Can also be used as an independent system mounted in 
the attic, crawl space or closet.

Cleans the total volume of air in an average house once an hour.

Did You Know?
•  HEPA filters are the #1 choice of

physicians and are often used in 
hospital operating rooms where clean
air environments are required.

•  94% of all respiratory ailments are
caused by polluted air.

•  85% of the population doesn't
realize the air in their home
may be a health hazard.

•  Airborne particles larger than 10
microns get caught in the nose and throat.

•  Particles smaller than 10 microns 
are easily inhaled into the lungs.

•  Infants, the elderly and those with chronic respiratory diseases
spend 90% of their time indoors.

•  Levels of many common pollutants have been shown to be 
2 to 5 times higher indoors than outdoors.

•  The US Environmental Protection Agency (EPA) has ranked
indoor air pollution as a high priority public health risk.

•  Asthma, particularly in children, has increased to 
an estimated 14.6 million.

•  The World Health Organization has concluded that preventing
exposure to environmental allergens may help prevent asthma.

Features

DM3000P – Duct mount model
features integrated airflow sensor
switch which energizes the unit any
time furnace/air handler operates.
Backplate allows direct connection
of the unit to air handler or furnace.
CM3000 – Collar mount model
comes with four collars, two pieces
of UL Listed 8" flex duct and 
hanging chains.
CM3000I – Insulated unit for
unconditioned spaces such as attics
and garages. Insulated outer shell
prevents condensation problems.
Kit includes hanging chains.

CM3000 &
CM3000 I

DM3000P
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